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29 February 1956

The fellewing data has been prepared in snswer to a reguest by
DL/P, AD, concerning the recammendation of

25X1

& oamera to be used on a parﬁieum project. The camera recommended
‘is the Fairchild X.43 (USAF designation) low altitude, night recon-
nalssance ocamera. This memorandum supersedes 0P/ 1-132 submitted on
7 February 1956.
Iisted below are the capabilities of XK.43 camers for operational
use:
1. Operational Capabilities:

Cyeling time (m:x.) » 2 frames per second

Iens = feeal length 6.0%, £/2.5

Operation = mtomatic (electrieal)

Shutier Spesds = 1/35, 1/50 and 1/100

Type of Shutter = Rapidyme, medel (-3

Film load = 250 fest, appreximstely 500 exposurcs, on

standard beze

Format = L3 x LW»

Hyperfocal DMstence = 300 fest

Angle of view = 41°

Steres Coverags, ‘69%2 overlap = yes

Film beld flst by vacuum

2, AMdaptable for Tri-Camers mounting
(oblique view up to 35° tilt)
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1.
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Mapted for image motion compemsstion (INC), fer single er

tri-camera configuration. The thres camerss can be syn-

ehronized.

Weight of samers body and loadsd magazine = 51 lbs. Welight

of thres camerss = 153 lbs.

Oiter dimensions per camera = 133 length x 10* width x 19*°

height.

The camers requires a maximum of 10 amps at 27 velt D.C.

and 3 amps 11% wolt 4C0 eycles regulated. The contrel

system which ecan operate the X-473 camera recuires both

28 wolts and 115 wolts 400 cyele regulated suppliies.

Tri-cemers wmount cen be furnished by Fairochild.

DMC maximum speed is 9"/ssc.

Data on enclosed graphs

&+ l. Reoysling time fer variations in scale, altitude and
ground speed,

b. II. Miles travelsd per roll of film (60f overlsp) for
variaticns in altitude.

e. IIX. Ground distance from nadir to extreme sdge of oblique
view {Tri-eamera} for variations in sltitude. |

d. IV, Film veloeity for vaeriations in altitude and ground

SMO

The CA-12 cimera was found unsuitable for the projeet becauze
of the following reasons:

The availability of the mounting snd control system is

guestionable.
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2. The £/6.3 sperture is too mmall,

3. BHew parameters imposed by are too limiting for

further consideration of this camers.

Declassified in Part - Sanitized Copy Approved for Release 2012/06/14 : CIA-RDP78T05694A000200550010-6

25X1




